@ AirLiquide

REGULATORS
HBS 200-10-3.9

Laboratorier og analyse, Laser

Applikationer

Mindre trykfluktuationer kan kompromittere stringente
laboratorieanalyser. For at modvirke dette er HBS-serien
udstyret med et avanceret to-trins reduktionssystem. Det
andet trin benytter en baelgaetning i bronze, hvilket garan-
terer maksimal ngjagtighed og fejlfri, ekstrem praecision i
dit arbejdstryk.

Designet til implementering af
Ikke-korrosive rene gasser op til N60 herunder Alphagaz ™ 1 & 2,
Ikke-korrosive blandinger med koncentrationer over 1 ppm

Specifikationer

Maximal inlet pressure at 15°C.......... 200 bar

Outlet Pressure.........coocoeeeeeeeeceeeeeees 0,5til 10 bar
Nominal nitrogen flow ...................... 3.5 Nm3/h*

Set PreSSUre .....c.oeeveeeeieieeieeeeieeieeins 16 bar

\‘r;ecrr; /CE<Stem aekager < 3x107 mbarl / s Helium,, Arbejdstemperatur: -20 ° C til

* Strgmning ved det maksimale afgangstryk (P2) garanteret indtil et indgangstryk
lig med 2p2 + 1 bar.

Material

HUS ..o Forkromet messing

Sede..cooieeeeeeeeeel Farste trins i PCTFE, Andet trins i
messing

Ventil..oooooveeeeeeeee. Fgrste trins i messing, Andet trins
i messing / EPDM

Baelg ..o, 316 rustfrit stal

Filter ..o Monel® 400

Manometer................... @ 50mm, Kobber legering meka-

nisme, Seal i PA 6.6

regulering

Hojtryksregulator - to trins
Montering pa 200 bar gasflaske - hgj praecision af

Velegnet til rene gasser og blandinger, ikke korrosive
Udfert i forkromet messing

Overstrgmningsventil... Hus i 303 rustfrit stal, Kegle i
messing, Seal i EPDM

Monel® er et varemeerke tilhgrende Special Metals Corporation

Hojdepunkter

Pracision: Leverer den maksimale ngjagtighed og fejlfrie
trykkonstans, der kraeves i fglsomme kontrol- og analy-
selaboratorier.

To-trins reduktionssystem: Har et to-trins design for
at maksimere ngjagtigheden. Det fgrste trin benytter
en yderst holdbar rustfri stalmembran, mens det andet
trin anvender en baelgstaetning i bronze for ultimativ
praecision.

Konstruktion: Selve regulatorkroppen er fremstillet af
forkromet messing i hgj kvalitet, hvilket sikrer langsigtet
holdbarhed og sikkerhed.

2.1 Overensstemmelseserkleaering er tilgaengelig pa anmodning.
Kontakt venligst Customer Management-teamet eller Product
Management fgr bestilling.

Sikkerhedsalarm

O Advarsel!!!! | tilfelde af anvendelse af breendbare gas-
ser, indsamles alle afgangsluft og overlgbsventiler.




Dimensioner

Laengde (L) : 90 mm
Hgjde (H) : 129 mm
Dybde (D) : 265 mm
Dybde (D1) : 183 mm
@2 :50 mm

@1 :44 mm
Nettovaegt : 1.22 kg

Brugermanualer

OP 150 - HBS

Tilslutning

Indgangstilslutning: Hgjtryk flasketilslutning afhaengig af gas-
valg.

Afgangstilslutning: 2 afgangstilslutninger G 3/8 BSPP indven-
digt gevind

Tilslutning til overstremningsventil: Cr-Messing Compression
fitting 6mm, Messing Ferrules

Produkter

Kort

Varenummer )
beskrivelse

122940 REG HBS 200-10-3,5 DIN 14 - CF 6MM

213330 REG HBS 200-10-3,5 DIN-9

214091 REG HBS 200-10-3,5DIN 9 - CF 1/8"

214092 REG HBS 200-10-3,5 DIN 9 - CF 6MM

214093 REG HBS 200-10-3,5 DIN 9 - HN 4MM

122935 REG HBS 200-10-3,5 DIN 1/B8 - CF 1/8" H2
122936 REG HBS 200-10-3,5 DIN 1/B8 - CF 6MM H2
122937 REG HBS 200-10-3,5 DIN 1/B8 - HN 4MM H2
122927 REG HBS 200-10-3,5 DIN 10 - CF 1/8" N2
122928 REG HBS 200-10-3,5 DIN 10 - CF 6MM N2
122929 REG HBS 200-10-3,5 DIN 10 - HN 4MM N2
122947 REG HBS 200-10-3,5DIN 11 - CF 1/8" N20

Flow curve
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Indgangs-
tilslutning

200 bar 10 bar 35Nmh | DIN477
Nr. 14

200 bar 10 bar 35Nmh  DIN477-1
Nr. 9

200 bar 10 bar 3.5 Nm*/h DIN 477-1
Nr. 9

200 bar 10 bar 3.5 Nm*/h DIN 477-1
Nr. 9

200 bar 10 bar 3.5 Nm*/h DIN 477-1
Nr. 9

200 bar 10 bar 35Nmyh  DIN477-1
Nr. 1

200 bar 10 bar 35Nmyh | PIN477-1
Nr. 1

200 bar 10 bar 35Nm/h | DNA77
Nr. 1

200 bar 10 bar 35Nmyh | DIN477-
Nr. 10

200 bar 10 bar 3.5 Nm*/h DIN 477-1
Nr. 10

200 bar 10 bar 3.5Nmyh | PIN477-1
Nr. 10

200 bar 10 bar 35Nmyh  PIN477-1
Nr. 11

Indgangs-
tilslutning

sform

Skruenggle-
forskruning,
Cr-Messing
Skruenggle-
forskruning,
Cr-Messing
Skruenggle-
forskruning,
Cr-Messing
Skruenggle-
forskruning,
Cr-Messing

Afgangstil-
slutning

CF 6mm

G 3/8 BSPP
indvendigt
gevind

CF1/8"

G 3/8 BSPP
indvendigt
gevind

HF 4/ 6mm

CF1/8"

CF 6mm

HF 4/ 6mm

CF1/8"

CF 6mm

HF 4/ 6mm

CF1/8"

Material

Messing

Messing

Messing

Messing

Messing

Messing

Messing

Messing

Messing

Messing

Messing

Messing
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122948

122949

122943

122944

122945

122939

122941

122931

122932

122933

192192

191189

191190

193414

193417

193416

193415

193413

Kort

Varenummer )
beskrivelse

REG HBS 200-10-3,5 DIN 11 - CF 6MM N20
REG HBS 200-10-3,5 DIN 11 - HN 4MM N20
REG HBS 200-10-3,5 DIN 13 - CF 1/8" Luft
REG HBS 200-10-3,5 DIN 13 - CF 6MM Luft
REG HBS 200-10-3,5 DIN 13 - HN 4MM Luft

REG HBS 200-10-3,5 DIN 14 - CF 1/8"

REG HBS 200-10-3,5 DIN 14 - HN 4MM

REG HBS 200-10-3,5 DIN 6/B5 - CF 1/8" C02,02

REG HBS 200-10-3,5 DIN 6/B5 - CF 6MM C02, 02

REG HBS 200-10-3,5 DIN 6/B5 - HN 4MM C02, 02
Ar, He, Iner-

REG HBS 200-10-3,5DIN 10 ta gasser,
N2

REG HBS 200-10-3,5 NF F 02

REG HBS 200-10-3,5 NF C nerta
gasser

REG HBS 200-10-3,5 DIN 1 H2

REG HBS 200-10-3,5 DIN 11 N20

REG HBS 200-10-3,5 DIN 13 Luft

REG HBS 200-10-3,5 DIN 14

REG HBS 200-10-3,5 DIN 6 C02,02

Options

23 2 22 \

16516

16521

16522

16523

16524

16526

Long designation

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

200 bar

TILSLUTNING G3/8 BSPP Udv.gevind Slangenippel for

slange @ Int. 4 - 6mm

TILSLUTNING G 3/8 BSPP Udv.gevind - KL 1/8" - Forkro-

met Messing (Gyrolok)

TILSLUTNING G 3/8 BSPP Udv.gevind - KL 6mm - Forkro-

met Messing (Gyrolok)

TILSLUTNING G 3/8 BSPP Udv.gevind - KL 1/4" - Forkro-

met Messing (Gyrolok)

TILSLUTNING G 3/8 BSPP Udv.gevind - KL 10mm - Forkro-

met Messing (Gyrolok)

TILSLUTNING G 3/8 BSPP Udv.gevind - KL 8mm - Forkro-

met Messing (Gyrolok)

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

10 bar

3.5 Nm?/h

3.5 Nm?*h

3.5 Nm?/h

3.5 Nm?*h

3.5Nm?h

3.5 Nm*h

3.5Nm?h

3.5 Nm¥h

3.5 Nm?/h

3.5 Nm¥h

3.5Nm?h

3.5 Nm?/h

3.5Nm?h

3.5 Nm?*h

3.5Nm?h

3.5 Nm?*h

3.5Nm?h

3.5Nm?*h

16532

16558

16562

16566

16567

16569

Indgangs-
tilslutning
sform

Afgangstil-
slutning

Indgangs-

tilslutning

DIN 477-1

NE 11 CF 6mm Messing
DIN 477-1 .
NE 11 HF 4/6mm  Messing
DIN 477-1 " .
NE 13 CF 1/8 Messing
DIN 477-1 .
NE 13 CF 6mm Messing
DIN 477-1 .
NE 13 HF 4/ 6mm = Messing
DIN 477-1 " :
NE. 14 CF 1/8 Messing
DIN 477-1 .
NE 14 HF 4/6mm  Messing
Skruenggle-
Alerzs forskruning, CF 1/8" Messing
Nr. 6 i
Cr-Messing
Skruenggle-
DIN 477-1 forskruning, | CF 6mm Messing
Nr. 6 .
Cr-Messing
Skruenggle-
Dl forskruning, HF4/6mm Messing
Nr. 6 i
Cr-Messing
DIN 477-1 Skruenwgle- G 3/8 BsPP )
forskruning, = indvendigt Messing
Nr. 10 . .
Cr-Messing | gevind
G 3/8 BSPP
NF F indvendigt Messing
gevind
G 3/8 BSPP
NFC indvendigt Messing
gevind
DIN 477-1 G % BSPP .
indvendigt Messing
Nr. 1 5
gevind
DIN 477-1 G 3/8 B$PP .
indvendigt Messing
Nr. 11 .
gevind
DIN 477-1 G &K BSPP .
indvendigt Messing
Nr. 13 .
gevind
DIN 477-1 Skruenﬂgle— §3/8 BSPP )
forskruning, = indvendigt Messing
Nr. 14 . .
Cr-Messing | gevind
DIN 477-1 Skruenﬂgle- 93/8 B§PP '
NE 6 forskruning, indvendigt Messing

Cr-Messing  gevind

Long designation

Kit n°2 : CF émm + CF 1/8" + Barbed hose 6mm

TILSLUTNING G 3/8 BSPP Udv.gevind - KL 6mm - Rustfrit
stal (Gyrolok)

TILSLUTNING G 3/8 BSPP Udv.gevind - KL @ 8mm - Rust-
frit stal (Gyrolok)

TILSLUTNING G 3/8 BSPP Udv.gevind - KL 1/8" - Rustfrit
stal (Gyrolok)

TILSLUTNING G 3/8 BSPP Udv.gevind - KL 10mm - Rust-
frit stal (Gyrolok)

TILSLUTNING G 3/8 BSPP Udv.gevind (16x1,336) - KL
12mm - Rustfrit stal (Gyrolok)
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Spare parts

122940

213330

214091

214092

214093

122935

122936

122937

19207

15969

16000

17141

29226

15969

17141

15969

17141

15969

17141

15969

17141

15979

16014

17141

17203

29053

29187

15979

15986

17141

17203

29053

29187

15979

15986

17141

Long designation

LAKS@GER "1000 BULLES"

Long designation

Trykmaéler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

TRYKMaler (-1) - 1,5 Bar @ 50mm Lodret indgang
M10x1 Messing

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PTCFE (Kel-F®) 16x9,2x2

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

Trykmaéler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer -1+4+6 Bar @ 50mm vertikal M10x1
Rostfritt stal

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PTCFE 18x11,8x2 for inlet connection
s.steel - DIN477-1/6/9/10 & NEN LU1

FLAT SEAL in PA 6.6 20x12x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer -1+8+12 Bar @ 50mm Vertikal M10x1
Rostfritt stal

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PTCFE 18x11,8x2 for inlet connection
s.steel - DIN477-1/6/9/10 & NEN LU1

FLAT SEAL in PA 6.6 20x12x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer -1+8+12 Bar @ 50mm Vertikal M10x1
Rostfritt stal

Flat Seal PTCFE (KEL-F®) 14,5X10X2

122937

122927

122928

122929

122947

122948

19286

17203

29053

29187

15979

16013

29053

29187

15979

16020

29053

29187

15979

16021

29053

29187

15969

17141

29053

29186

29187

167800

17141

18552

29053

29186

29187

167800

Long designation

TILSLUTNING G 3/8 BSPP Udv.gevind med slangenippel
for slange @ Int. 8 - 10mm - Forkromet Messing (3 dele)

Long designation

FLAT SEAL in PTCFE 18x11,8x2 for inlet connection
s.steel - DIN477-1/6/9/10 & NEN LU1

FLAT SEAL in PA 6.6 20x12x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer -1+3+5 Bar @ 50mm Vertikal M10x1
Rostfritt stal

FLAT SEAL in PA 6.6 20x12x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer 0+30+40 Bar @ 50mm Vertikal M10x1
Rostfritt stal

FLAT SEAL in PA 6.6 20x12x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer 0+70+100 Bar @ 50mm Vertikal M10x1
Rostfritt stal

FLAT SEAL in PA 6.6 20x12x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PA 6.6 20x12x2

FLAT SEAL PA 6-6 14x9x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

PAKNINGSSAT PA 6.6 til mano 10X1 (2 fladpakning
0,5mm,2f1mm,2f1,5mm)1PAK=6

Flat Seal PTCFE (KEL-F®) 14,5X10X2

Manometer 0-25 bar @50 lodret tilslutning. G1/4

FLAT SEAL in PA 6.6 20x12x2

FLAT SEAL PA 6-6 14x9x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

PAKNINGSSAT PA 6.6 til mano 10X1 (2 fladpakning
0,5mm,2f1mm,2f1,5mm)1PAK=6
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122949

122943

122944

122945

122939

122941

122931

15979

16014

17141

29053

29186

15979

16014

17141

29053

29187

15979

15986

17141

29053

29187

15979

15986

17141

29053

29187

17141

29053

29226

167800

17141

29053

29226

167800

15969

16000

17141

Long designation

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer -1+4+6 Bar @ 50mm vertikal M10x1
Rostfritt stal

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PA 6.6 20x12x2

FLAT SEAL PA 6-6 14x9x2

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer -1+4+6 Bar @ 50mm vertikal M10x1
Rostfritt stal

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PA 6.6 20x12x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer -1+8+12 Bar @ 50mm Vertikal M10x1
Rostfritt stal

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PA 6.6 20x12x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Manometer 0-200+315 Bar @ 50mm vertikal M10x1
Rostfritt stal

Manometer -1+8+12 Bar @ 50mm Vertikal M10x1
Rostfritt stal

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PA 6.6 20x12x2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PA 6.6 20x12x2

FLAT SEAL in PTCFE (Kel-F®) 16x9,2x2

PAKNINGSSAT PA 6.6 til mano 10X1 (2 fladpakning
0,5mm,2f1mm,2f1,5mm)1PAK=6

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PA 6.6 20x12x2

FLAT SEAL in PTCFE (Kel-F®) 16x9,2x2

PAKNINGSSAT PA 6.6 til mano 10X1 (2 fladpakning
0,5mm,2f1mm,2f1,5mm)1PAK=6

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

TRYKMaler (-1) - 1,5 Bar @ 50mm Lodret indgang
M10x1 Messing

Flat Seal PTCFE (KEL-F®) 14,5X10X2

122932

122933

192192

191189

191190

193414

193417

193416

193415

193413

15969

16000

17141

15969

16000

17141

16001

17141

29053

167800

15969

16000

17141

15969

16000

17130

17141

15969

17141

17203

15969

17141

29186

15969

17141

29187

15969

17141

29226

15969

17141

Long designation

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

TRYKMaler (-1) - 1,5 Bar @ 50mm Lodret indgang
M10x1 Messing

Flat Seal PTCFE (KEL-F®) 14,5X10X2

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

TRYKMaler (-1) - 1,5 Bar @ 50mm Lodret indgang
M10x1 Messing

Flat Seal PTCFE (KEL-F®) 14,5X10X2

Pressure gauge -1+8+12 bar @50 vertical M10x1

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PA 6.6 20x12x2

PAKNINGSSZT PA 6.6 til mano 10X1 (2 fladpakning
0,5mm,2f1mm,2f1,5mm)1PAK=6

Trykmaéler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

TRYKMaler (-1) - 1,5 Bar @ 50mm Lodret indgang
M10x1 Messing

Flat Seal PTCFE (KEL-F®) 14,5X10X2

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

TRYKMaler (-1) - 1,5 Bar @ 50mm Lodret indgang
M10x1 Messing

0-RING in EPDM R9 10,5x2,7 mm EP851 for inlet
connection brass - type C/B4 & E(NF)

Flat Seal PTCFE (KEL-F®) 14,5X10X2

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PTCFE 18x11,8x2 for inlet connection
s.steel - DIN477-1/6/9/10 & NEN LU1

Trykmaéler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL PA 6-6 14x9x2

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

PACKNING 18X11,8X2 MM NYLON (Bag of 10)

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

FLAT SEAL in PTCFE (Kel-F®) 16x9,2x2

Trykmaler 0- 200/315 Bar @ 50mm Lodret indgang
M10x1 Messing-Cr - Armaturhus S.Steel

Flat Seal PTCFE (KEL-F®) 14,5X10X2

For yderligere information kontakt venligst, Air Liquide Danmark A/S, Uraniavej 6D, DK-8700 Horsens, tIf. nr. (+45) 76 25 25 25, e-mail Denmark.Hardgoods@Airliquide.com
Air Liquide forbeholder sig ret til at foretage alle ngdvendige &ndringer af ovenstaende specifikationer uden varsel.
www.airliquide.com
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